
 

 

 

 

 

 

 
Coiled Handset Leads 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Coiled handset leads (CHP and CHJ) 
Our standard coiled handset leads are designed to provide a quality replacement cord for most telephone 
handsets. 
 

 
Features 

• 4p4c (a.k.a. RJ9/RJ22/handset) male to male coiled lead 

 

• Wired 1 to 4 

 

• Available in different lengths and 
colours 

 
 

Specifications  

• Colour: black or white (other colours 
available to order) 

 

• Material:  
Cable: 
- Cores: 32AWG/0.20mm copper tinsel 
- Sheath: PVC 

Plug: 
- Housing: PC, UL94V 
- Contacts: Hard gold over nickel over phosphor bronze 

 
Packaging 

• CHP and CHJ are packed in individual poly bags, then bagged in 50’s.  
 
Note: tested as suitable for use with CISCO 7945, 7960 and 7965 phones as well as most Panasonic phones.

TUK 
Code 

Colour Approx. 
extended length 

Approx. length at rest 
(tail/coil/tail) 

CHB White 2m 40 / 295 / 40 mm 

CHH Black 2m 40 / 295 / 40 mm 

CHJ White 3.6m 40 / 545 / 40 mm 

CHP Black 3.6m 40 / 545 / 40 mm 

CHR White 7.6m 40 / 1150 / 40 mm 

CHX Black 7.6m 40 / 1150 / 40 mm 
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TUK Ltd, Unit 4, Wimbledon Stadium Business Centre, Riverside Road, London, SW17 0BA 
 
Tel: 020 8946 6688 Fax: 020 8879 7410 Email: sales@tuk.co.uk Website: www.tuk.co.uk 
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