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Product Description

Briticom® Wall Cabinets are enclosures used to house, 

protect and enable the management or the connection 

of cables and cable ends. They are widely used in Data-

comms applications as well as Telecom and data centre 

installations. 

Features & Benefits

 ■ IP20 and IK10

 ■ Supplied flat-packed

 ■ Toughened glass or vented door is optional

 ■ Easy installation

 ■ Thick & robust construction, 100kg UDL

 ■ Turning angle of front door is over 180 degrees

Applications

 ■ Small and home networks

 ■ LAN, MAN and WAN applications

 ■ CATV - Cable television 

 ■ Fibre-To-The-Home (FTTH)

Technical Specifications

Materials Powder Coated SPCC Cold-rolled steel

Loading Capacity 100 kg

Size 600 × 450 mm or 600 × 600 mm

Colour Black or Grey

Rack Space 21U

IP Rating IP20

IK Rating IK10
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Ordering Information

Use combinations of bold letters and numbers to create part numbers for ordering. 

Use Depth Colour

IWR Indoor Wall Cabinet 64
66

600x450mm
600x600mm

BLK
GRY

Black
Grey

IWR 04 64 06 BLK GF

Model 4 04 6 Units
9 Units
12 Units
15 Units
18 Units
21 Units

06
09
12
15
18
21

Glass Front/Full Rear GF

Model Units Door/Rear*

*Leave column blank if open frames

Example Part Number

Description Part Number

6U Model 04 Wall Cabinet 19’’ 600×450x370 Glass Front Black IWR046406BLKGF

12U Model 04 Wall Cabinet 19’’ 600×600x370 Vented Front Black IWR046612BLKVF

Material Specifications

Parts Materials Surface

Top Cover SPCC Cold-Rolled Steel 1.0mm Powder Coated/Vented Front & Sides

Frame SPCC Cold-Rolled Steel 1.0mm Powder Coated

Front Door Toughened Glass 5m/SPCC Cold-Rolled Steel 1.2mm Powder Coated/Vented Sides (Optional)

Side Panel SPCC Cold-Rolled Steel 1.1mm Powder Coated/Vented (Optional)

Rail SPCC Cold-Rolled Steel 1.4mm Powder Coated

L-Shape Fixed Shelf SPCC Cold-Rolled Steel 1.1mm Powder Coated

Back Panel SPCC Cold-Rolled Steel 1.4mm Powder Coated

Beam SPCC Cold-Rolled Steel 1.4mm Powder Coated

Bottom SPCC Cold-Rolled Steel 1.1mm Powder Coated/Vented Front & Sides


